
Inverted Tooth Drive Chains 



  Part No. Pitch
Nominal 

Width
Guide 
Type WH WL WBG WC h d t

Breaking 
Load

Sprocket 
Width Weight

inches mm mm mm mm mm mm mm mm Kn mm Kg/m
   PPV303 19 SG 22.9 20.6 17.5 26.2 27.6 16.8 1.0
   PPV304 25 SG 29.2 26.7 23.6 32.5 36.8 22.9 1.3
   PPV305 32 SG 35.8 33.1 30.1 36.2 46.0 29.5 1.6
   PPV306 38 SG 41.9 39.4 36.3 45.3 55.2 35.6 1.9
   PPV308 51 SG 54.9 52.1 49.0 58.2 73.6 48.3 2.7
   PPV312 0.375 9.525 76 SG 80.3 77.5 74.4 83.6 10.9 4.3 1.5 110.4 73.7 3.9
   PPV3-025 25 CG 32.5 27.2 - 33.8 38.4 30 1.4
   PPV3-030 30 CG 38.6 33.5 - 40.1 47.8 35 1.7
   PPV3-040 40 CG 45.2 40.1 - 46.7 56.5 45 2.0
   PPV3-050 50 CG 57.7 52.6 - 59.7 74.6 55 2.6
   PPV3-065 65 CG 70.1 65.0 - 72.1 92.7 70 3.2
   PPV404 25 SG 29.2 26.7 23.6 32.5 49.1 22.9 1.8
   PPV405 32 SG 35.6 32.9 29.8 38.1 61.3 29.2 2.3
   PPV406 38 SG 41.9 39.4 36.3 45.2 73.6 35.6 2.6
   PPV408 51 SG 58.7 54.4 49.0 58.2 98.1 48.3 3.5
   PPV412 76 SG 80.3 77.5 74.4 83.6 147.2 73.7 5.2
   PPV416 0.500 12.700 102 SG 105.7 102.9 99.8 109.0 14.5 5.7 1.6 196.2 99.1 7.0
   PPV4-325 25 CG 32.5 27.2 - 33.8 51.2 30.0 1.8
   PPV4-330 30 CG 39.1 34.0 - 41.4 63.7 35.0 2.2
   PPV4-340 40 CG 46.2 40.6 - 47.8 75.3 45.0 2.6
   PPV4-350 50 CG 58.7 53.1 - 60.2 99.5 55.0 3.4
   PPV4-365 65 CG 70.6 66.0 - 72.4 123.6 70.0 4.2
   PPV4-375 75 CG 84.6 79.2 - 86.4 148.7 80.0 5.0
   PPV4-3100 100 CG 109.2 105.2 - 111.3 197.0 105.0 6.6

PennPower ‘PPV’ Series Silent Chain

Pennine’s ‘PPV’ line of chain and sprockets redefines 
high performance for inverted tooth chains. Capable of
speeds and powers in excess of 2000 metres/
min. ‘PPV’ chain has been specifically developed 
to meet or exceed the capacity of all 
other high performance chains, and is 
fully interchangable with competitors chains. 
Available in  3/8” and 1/2” pitch with widths upto 6”.
Note: PennPower chain sprockets require a minimum of 21 teeth. 
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  Part No. Pitch
Nominal 

Width
Guide 
Type WH WL WBG WC h d t

Breaking 
Load

Sprocket 
Width Weight

inches mm mm mm mm mm mm mm mm Kn mm Kg/m
   PP303 19 CG 22.6 19.6 23.9 25.1 19.1 1.0
   PP304 25 CG 29.0 25.7 30.5 33.4 25.4 1.3
   PP305 32 CG 35.3 31.8 36.8 41.8 31.8 1.6
   PP306 38 CG 41.7 37.6 43.2 50.2 38.1 2.1
   PP308 51 CG 54.4 49.8 55.9 66.9 50.8 2.5
   PP310 0.375 9.525 64 CG 67.1 62.0 68.8 10.7 6.1 1.5 83.6 63.5 3.3
   PP312 76 CG 79.2 73.9 81.5 100.3 76.2 3.7
   PP316 102 CG 104.6 98.0 107.2 107.2 101.6 5.1
   PPDSG303 19 DSG 21.3 18.0 12.7 22.6 13.2 11.1 0.9
   PPDSG304 25 DSG 27.7 24.1 19.1 29.2 17.6 17.5 1.2
   PPDSG305 32 DSG 34.0 30.2 25.4 35.6 21.9 23.8 1.3
   PPDSG306 38 DSG 40.4 36.3 31.8 41.9 26.3 30.2 1.6
   PP403 19 CG 23.9 19.8 25.4 33.4 19.1 1.2
   PP404 25 CG 30.0 25.9 32.3 44.6 25.4 1.6
   PP405 32 CG 36.3 32.3 38.1 55.7 31.8 2.1
   PP406 38 CG 42.7 38.4 44.5 66.9 38.1 2.4
   PP408 51 CG 55.4 50.5 57.2 89.2 50.8 3.3
   PP410 64 CG 68.1 63.0 70.1 111.5 63.5 4.0
   PP412 76 CG 81.8 75.2 82.8 133.8 76.2 4.9
   PP414 0.500 12.700 89 CG 93.7 87.6 95.5 14.2 8.1 1.6 156.1 88.9 5.7
   PP416 102 CG 106.4 99.8 108.2 178.4 101.6 6.6
   PP420 127 CG 132.1 124.5 133.9 223.0 127.0 8.2
   PP424 152 CG 156.5 148.8 158.8 267.5 152.4 9.7
   PPDSG403 19 DSG 22.1 18.5 12.7 23.9 17.6 11.1 1.2
   PPDSG404 25 DSG 28.4 24.6 19.1 30.2 23.4 17.5 1.5
   PPDSG405 32 DSG 35.1 30.7 25.4 36.8 29.3 23.8 1.8
   PPDSG406 38 DSG 41.4 36.8 31.8 43.2 35.1 30.2 2.2

PennPower ‘PP’ Series Silent Chain

PennPower is a high performance silent chain 
specifically developed by Pennine Industrial. PenPower 
chains offer approximately twice the power capacity of 
standard ‘SC’ chains yet will run on the same sprockets.
PennPower chain is typically used in 
applications where high loads and speeds must 
be accomodated in a small amount of space. 
Available in  3/8” and 1/2” pitch with widths upto 6”.
Note: PennPower chain sprockets require a minimum of 21 teeth.  
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Sprockets

www.pennine.org sales@pennine.org +44 (0)1484 864733

Manor Croft House, Commercial Road,
Skelmanthorpe, Huddersfield, HD8 9DT
Tel: +44 (0) 1484 864 733
Fax: +44 (0) 1484 865 235
Email: sales@pennine.org
Web: www.pennine.org

Agent / Partner:

Pennine have specialised in the manufacture of Silent Chain Sprockets for over 30 years and offer a 
wide range, all of which are produced in our own workshop. Pennine can manufacture sprockets with 
any number of teeth or bore size. Unless otherwise specified, all Pennine sprockets are cut with an 
ANSI standard tooth profile. Sprockets are manufactured from either 080M40 or 080A42 carbon steel 
with flame or induction hardened teeth or, from SG600 Cast Iron. There are two main types of sprocket 
available:-

Centre guide sprockets are supplied with a 3mm wide groove in the centre of the sprocket tooth width to
locate the guide link, and have a 15 degree angle on each side of the groove to improve the entry of the
guide links into the groove.

Side guide sprockets have no grooves but the outer edge of the teeth have a 15 degree angle on them to
improve entry.

To maintain a long and trouble free chain life it is essential that sprockets are correctly aligned and have 
the correct tooth form. If the sprockets being used are not manufactured by Pennine, then we cannot 
guarantee chain life or honour any warranties.


